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Operation: Normal peak mode:

Note:
No phase meter in basic
software version V1.3

(only V3.3-"full mastering")

1

"Over" l.e.d. shows true digital overload (after 3
subsequent samples exceed max. range). It can be set to
display just the 0 dB level or overs of different sample

Overload counter counts every time the "over" l.e.d. is
lit. The counter counts up to 10. "E" reading means 10
or more. The counter can be cleared by "clear" button. It
also can have other functions- See  "Software versions"

Mytek supplies various rackmounting hardware for the DDD-603
meter. Contact your dealer or Mytek for more info.

The highest lit l.e.d. (including "over" l.e.d.) can be held
for 1 sec., memorized or immediately turned off. These
functions   are   controlled   by   switch   A.   Memorized
segment can be cleared by "clear" button.

The middle small bargraph has two functions controlled
by switch C. In the "phase" mode it serves as a phase
correlation meter

. In the "0 VU ref" mode the bar shows 0 VU
reference level. -See "Calibration mode".

(only in the "full" version of
software)

"In OK" l.e.d. shows presence of input AES/EBU signal
i.e. indicates proper digital connection.

Position "simple" of the switch C leaves active the L
and R bargraph only. The overload counter and the
middle bargraph are turned off. This feature facilitates
equipment operation during long hours of studio work.

The L and R bargraph indicates peak value of the signal.
The meter ballistics are carefully managed by internal
software to naturally represent incoming sound.

ACTUAL SIZE

1.425" wide
12 units fit

into 19" rack
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Additional features-  Software versions

Warranty

For technical support in the US call
212-388 2677

Overseas contact your dealer.

Manufactured by Mytek,
PO. Box 1023, New York, NY 10016, USA
tel. (212)-388 2677   fax. (212)-6864948

Internet:  http://www.mytekdigital.com
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